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YOUR BENEFITS IN OVERVIEW

PERFECT GROUND ADJUSTMENT
ey $OF THE CUTTING UNIT

OPTIMIZED CONSTRUCTION

You have two options for height adjustment: After cutting the fruit on the bar knife, the material

» Two-stage cutting height adjustment below 3 cm falls into a recess and is transported by air into the
via selector switch (option). feed drum.

» HALDRUP HD-CUT Autocontour: Sensors regulate Beans located in the cutting unit are prevented
the automatic cutting unit guide at the desired height from falling out of the cutting unit by the recess
of less than 3 cm (optional). and the stop edge on the cutter bar with additio-

nally installed air nozzles.
Mobile fingers mounted across the entire width of
the auger ensure even feed and high feed rate.

-~ The multi-fruit suitability for grain, soy and rape etc. avoids
additional investments. Ideal for all users who are looking for
a universal cutting unit. Also ideal for harvesting near-surface
— ® fruits (under 3 cm).
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QUICK CHANGE OF CUTTING UNITS

Available Units:
» Cutting unit for canola.
» Pick-up.
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OPTIONAL ACCESSORIES

» Divider short.

» Quick change canola cutting unit attachment
for canola harvest.

» Quick change pick-up for the front construction.

» Side knives left and right.

Currently available cutting unit widths for all G R Q \/\/I N G
HALDRUP plot combines 1.5 m and 1.75 m. T H E F UTU R E
Other widths available on request. BY KN OW'H OW

GERMANY | HALDRUP GmbH | Justus-von-Liebig-Str. 3 | D-74532 IIshofen | p +49 (0) 7904 94399-0 | f +49 (0) 7904 94399-640
FRANCE | HALDRUP SARL | 14 rue des peupliers | F-72190 Sargé-les-le-Mans | p +33 (0) 243894495 | f +33(0) 234087150
DENMARK | J. Haldrup a/s | Bredgade 129 | DK-9670 Lagstar | t +45 (0) 96661-166 | p +45 (0) 96661-167
USA | HALDRUP USA CORP. | 1725 Hillcrest Drive | Ossian, IN 46777 | p +1 844 694 6205
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